


More Model No:
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Main Software Diversity

ET-7005 8-channel Thermistor Input and 4-channel Isolated Output Module

ET-7053 16-channel Isolated Digital Input Module with 32-bit Counters

PET-7005 8-channel Thermistor Input and 4-channel Isolated Output POE Module
7-channel RTD Input Module with 3-wire RTD lead resistance

PET-7015 elimination PoE Module

PET-7017 8-channel Analog Input with High Voltage Protection and 4-channel
Isolated Output POE Module

PET-7018Z 10-channel Thermocouple Input with High Voltage Protection and
6-channel Isolated Output PoE Module

PET-7019 8-channel Analog Input with High Voltage Protection and 4-channel
Isolated Output POE Module and Thermistor

PET-7026 6-channel Analog Input, 2-channel Analog Output, 2-channel Digital
Input And 2-channel Digital Output PoE Module

PPDS-712-MTCP Modbus TCP Erso_gzrégn&?tble Device Server with PoE, Modbus Gateway and 1

PPDS-715-MTCP Modbus TCP Programmable Device Server with PoE, Modbus Gateway and 1

Isolated RS-422/485 port

PDS-720

TCP protocol

Programmable Device Server with 1 RS-232 port and 1 RS-485 port

PDS-720D

TCP protocol

Programmable Device Server with 1 RS-232 port, 1 RS-485 port and
an LED Display

PPDS-720-MTCP

Modbus TCP

Programmable Device Server with PoE, Modbus Gateway, 1 RS-232
port and 1 RS-485 port

PPDS-720D-MTCP

Modbus TCP

Programmable Device Server with PoE, Modbus Gateway, 1 RS-232
port, 1 RS-485 port and an LED Display

PDS-721 TCP protocol Programmable Device Server with 1 RS-232 port and 1 RS-485 port

PDSM-721 TCP protocol Programmable Device Server with 1 RS-232 port and 1 RS-485 port
Programmable Device Server with 1 RS-232 port , 1 RS-485 port and

PDS-721D TCP protocol an LED Display

PDSM-721D TCP protocol Programmable Device Server with 1 RS-232 port , 1 RS-485 port and

an LED Display

Programmable Device Server with PoE, Modbus Gateway, 1 RS-232

PPDSM-721-MTCP Modbus TCP port and 1 RS-485 port

) ) Programmable Device Server with PoE, Modbus Gateway, 1 RS-232
PPDSM-721D-MTCP Modbus TCP port, 1 RS-485 port and an LED Display
PPDS-721(D)-MTCP Modbus TCP Programmable  Serial-to-Ethernet  Device  Servers  (1-channel

Ethernet,2-channel RS-232/485)

PDS-732 TCP protocol Programmable Device Server with 2 RS-232 ports and 1 RS-485 port
Programmable Device Server with 2 RS-232 ports and 1 RS-485 port
PDSM-732 TCP protocol with metal case
) Programmable Device Server with 2 RS-232 ports, 1 RS-485 port and
PDS-732D TCP protocol an LED Display
PDSM-732D TCP protocol Programmable Device Server with 2 RS-232 ports, 1 RS-485 port and

an LED Display

Programmable Device Server with PoE, Modbus Gateway, 2 RS-232

PPDSM-732-MTCP Modbus TCP port and 1 RS-485 port

Programmable Device Server with PoE, Modbus Gateway, 2 RS-232
PPDSM-732D-MTCP Modbus TCP port, 1 RS-485 port and an LED Display
PPDS-732(D)-MTCP Modbus TCP Programmable  Serial-to-Ethernet  Device  Servers  (1-channel

Ethernet,3-channel RS-232/485)

Programmable Device Server with 1 RS-232 port, 1 RS-485 port and 1

PDS-734 TCP protocol RS-422/485 port

Programmable Device Server with 1 RS-232 port, 1 RS-485 port, 1
PDS-734D TCP protocol RS-422/485 port and an LED Display

Programmable Device Server with 1 RS-232 port, 1 RS-485 port and 1
PDSM-734 TCP protocol RS-422/485 port
PDSM-734D TCP protocol Programmable Device Server with 1 RS-232 port, 1 RS-485 port, 1

RS-422/485 port and an LED Display
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PPOSTINTCP | ModbusTcP | Prodrammable Device Sener wif PoF, Modbus Gatenay 1 RS 232
PPDSTHMDOMICP | ModbusTCP | brodrammable Device Sener Wit PoE Moo ey RS2
PPDSM-TS4MTCP | ModbusTCP | brodrammable Device Server wih PoE, Modous Gatevay T RS-232
PPDSM-734D-MTCP Modbus TCP Programmable Device Server with PoE, Modbus Gateway, 1 RS-232

port, 1 RS-485 port, 1 RS-422/485 port and an LED Display

PDS-742 TCP protocol Programmable Device Serverwith 3 RS-232 ports and 1 RS-485 port
Programmable Device Serverwith 3 RS-232 ports, 1 RS-485 port and

PDS-742D TCP protocol an LED Display

PDSM-742 TCP protocol Programmable Device Serverwith 3 RS-232 ports and 1 RS-485 port

PDSM-742D TCP protocol Programmable Device Serverwith 3 RS-232 ports, 1 RS-485 port and

an LED Display

Programmable Device Server with PoE, Modbus Gateway, 3 RS-232

PPDSM-742-MTCP Modbus TCP ports and 1 RS-485 port

Programmable Device Server with PoE, Modbus Gateway, 3 RS-232
PPDSM-742D-MTCP Modbus TCP ports, 1 RS-485 port and an LED Display
PPDS-742(D)-MTCP Modbus TCP Programmable  Serial-to-Ethernet  Device  Servers  (1-channel

Ethernet,4-channel RS-232/485)

WISE-7115 Web Server Inside 7-channel A/l (The WISE Intelligent Web Controller)

WISE-7105 Web Server Inside El\i/l-ggealr:anel Thermistor Input and 4-channel Isolated Digital Output PoE
WISE-7117 Web Server Inside 8-channel A/l,4-channel D/O  (The WISE Intelligent Web Controller)
WISE-7118Z2 Web Server Inside 10-channel A/l,6-channel D/O (The WISE Intelligent Web Controller)
WISE-7119 Web Server Inside 8-channel A/l,4-channel D/O  (The WISE Intelligent Web Controller)
WISE-7126 Web Server Inside I(Sr;t(:ei}ﬁlgenﬁtlV,\A/szig:g%rpgltlaelr,)é\lo,z-channel D/1,2-channel D/O (The WISE
WISE-7152 Web Server Inside 8-channel Isolated Source Type Open Collector Output and 8-channel

Isolated Digital Input POE Module

WISE-7901(D)

Web Server Inside

The WISE Intelligent Web Controller with X-Board

6-channel A/l,3-channel D/I,3-channel D/O (The WISE Intelligent Web

WISE-4000(D) Modbus TCP Controller)

NS-208PSE Unmanaged 8-Port Industrial 10/100 Mbps PoE (PSE) Ethernet Switch
NS-208PSE-4 8-Port Industrial 10/100 Mbps Ethernet with 4-PoE (PSE) Switch
NSM-208PSE blv{gw&rgglega%ﬁgrt Industrial 10/100 Mbps PoE (PSE) Ethernet Switch
NSM-208PSE-4 Eé—;sci)rr]tglndustrial 10/100 Mbps Ethernet with 4-PoE (PSE) Switch; Metal
X301 1-Channel A/l,1-Channel A/O

X310 2-Channel A/l,2-Channel A/ ,3-Channel D/I,3-Channel D/O

X503 1-Port RS-232

X504 2-Port RS-232

uPAC-7186PEX VxComm Programmable Automation Controller

UPAC-7186PEXD VxComm [P)Egglrfymmable Automation Controller with 5-Digit 7 Segment LED
UPAC-7186PEX-MTCP Modbus Embedded Ethernet / Internet Controller

UPAC-7186PEXD-MTCP | Modbus Embedded Ethernet / Internet Controller with LED Display
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WISE-7902 Web Server Inside FRnet Remote 1/0O PoE Module
WISE-7902D Web Server Inside FRnet Remote I/O PoE Module with LED Display

G-4500-SIM340 MiniOS7 Quad-band M2M Mini-PAC with Metal Casing
G-4500P-SIM340 MiniOS7 Quad-band M2M Mini-PAC with GPS function with Metal Casing
G-4500D-SIM340 Minios7 S/Ilcje?gl-gaarsuijngMZM Mini-Programmable Automation Controller with LCI
G-4500PD-SIM340 Minios7 %ﬂﬁgéaayvﬂthﬁgal}ﬂg\gg;%grammable Automation Controller with LCD dit
G-4500-2G MiniOS7 Quad-band M2M Mini-Programmable Automation Controller with Metal C
G-4500D-2G MiniOS7 “thé?éjl-ggg?ngMZM Mini-Programmable Automation Controller with LCI
G-4500P-2G MinioS7 l(\?/lg?;-g?ag(ijngMZM Mini-Programmable Automation Controller with GP<
G-4500PD-2G Minios7 %ﬁgg(-)%agr?dl\lcﬂilgl hél:glsl}r}?éogrammable Automation Controller with LCLC
GD-4500-2G MiniOS7 Quad-band M2M Mini-Programmable Automation Controller with Metal C
GD-4500D-2G MinioS7 I\Q/Ilé?e(ljl-ggg(ijngMZM Mini-Programmable Automation Controller with LCI
GD-4500P-2G MiniOS7 “thé?éjl-ggg?ngMZM Mini-Programmable Automation Controller with GP$
GD-4500PD-2G Minios7 %lrj]ig(-)tr)]and M2M Mini-Programmable Automation Controller with LCD di
G-4500-3GWA C Language Erést::ggd 3G WCDMA M2M Mini-Programmable Automation Control
G-4500D-3GWA C Language ;Hab&r;ctia?%a\giﬁQDMA M2M Mini-Programmable Automation Controller wi
G-4500P-3GWA C Language ;U;gt?gr?aggM\é\{gDChﬂagngAZM Mini-Programmable Automation Contro
G-4500PD-3GWA C Language -(I;rlli;gafﬂﬂgti((;)ry\f/acr:]dD'\I\A/Iét'z\:l/llzclé/eltgiﬂrg-mogrammable Automation Controller wi
GTM-201-RS232 MiniOS7 Industrial Quad-band 2G GSM/GPRS modem with RS232 interface
GTM-201-USB MiniOS7 Industrial Quad-band 2G GSM/GPRS modem
GTM-201-3GWA MiniOS7 Industrial Tri-band 3G WCDMA modem
GTM-201P-3GWA MiniOS7 Industrial GPS Tri-band 3G WCDMA modem
GT-530 C Language Intelligent SMS Alarm Controller
GT-531 MiniOS7 Intelligent Modbus SMS/GSM Alarm Controller
GT-541 MiniOS7 Intelligent Multiport Serial to GPRS Gateway
KA-52F-48 CR 48V/0.52A Power Supply
KA-52F CR 24V/1.04A Power Supply

Note:

1. The difference among the “PPDS-721(D)-MTCP”, ” PPDS-732(D)-MTCP”, “PPDS-742(D)-MTCP”, “uPAC-7186PEXD”,

NookwhdN

“WISE-7901(D)” are only the software, but the hardware design are identical.

The difference between the “WISE-7115" and “PET-7015" is only the software, but the hardware design is identical.
The difference between the “WISE-7117" and “PET-7017" is only the software, but the hardware design is identical.
The difference between the “WISE-7118Z" and “PET-7018Z2" is only the software, but the hardware design is identical.
The difference between the “WISE-7119" and “PET-7019" is only the software, but the hardware design is identical.
The difference among the “WISE-7126", “PET-7026" are only the software, but the hardware design are identical.

The difference among the “NS-208PSE”, “NS-208PSE-4", “NSM-208PSE",” NSM-208PSE-4" are only the software, but
the hardware design are identical.
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The difference among the “G-4500-SIM340”, “G-4500P-SIM340", “G-4500D-SIM340", "G-4500PD-SIM340",
“G-4500-2G”, “G-4500P-2G”, “G-4500D-2G", “G-4500PD-2G",” WISE-4000(D)” are only the software, but the hardware
design are identical.

The difference among the “UPAC-7186PEX-MTCP”, “UPAC-7186PEX" are only the software, but the

hardware design are identical.

The difference among the “UPAC-7186PEXD-MTCP”, “uPAC-7186PEXD” are only the software, but the

hardware design are identical.

The difference among the “UPAC-7186PEXD-MTCP”, “uPAC-7186PEXD” are only the software, but the

hardware design are identical.

The difference among the “G-4500-3GWA", “G-4500-340" are only the software, but the hardware design

are identical.

The difference among the “G-4500D-3GWA”", “G-4500D-340" are only the software, but the hardware design

are identical.

The difference among the “G-4500P-3GWA", “G-4500P-340" are only the software, but the hardware design

are identical.

The difference among the “G-4500PD-3GWA”", “G-4500PD-340" are only the software, but the hardware design are
identical.

The difference among the “G-4500PD-3GWA”", “G-4500PD-340" are only the software, but the hardware

design are identical.

To change model name t0“G-4500-2G” from “G-4500-SIM900”, but the hardware design are identical.

To change model name t0“G-4500D-2G” from “G-4500D-SIM900”, but the hardware design are identical.

To change model name t0“G-4500P-2G” from “G-4500P-SIM900", but the hardware design are identical.

To change model name t0“G-4500PD-2G” from “G-4500PD-SIM900”, but the hardware design is identical.

To add model name “PPDS-712-MTCP”, "PPDS-715-MTCP”, “PDS-720", “PDS-720D", “PPDS-720-MTCP”,
“PPDS-720D-MTCP”, “PDS-721", “PDSM-721", “PDS-721D", “PDSM-721D", “PPDSM-721-MTCP",
“PPDSM-721D-MTCP” which same with “PPDS-721(D)-MTCP”, the hardware design is identical.

To add model name “PDS-732", “PDSM-732", “PDS-732D", “PDSM-732D", “PPDSM-732-MTCP”, “PPDSM-732D-MTCP”
which same with “PPDS-732(D)-MTCP”, the hardware design is identical.

To add model nhame “PDS-734", “PDS-734D", “PDSM-734", “PDSM-734D", “PPDS-734-MTCP", “PPDS-734D-MTCP”",
“PPDSM-734-MTCP”, “PPDSM-734D-MTCP”, “PDS-742", “PDS-742D", “PDSM-742", “PDSM-742D",
“PPDSM-742-MTCP”, “PPDSM-742D-MTCP” which same with “PPDS-742(D)-MTCP”, the hardware design is identical.
The difference among the “WISE-7105", “PET-7017" are only the software, but the hardware

design are identical.

The difference among the “WISE-7152", “PET-7019" are only the software, but the hardware

design are identical.

To add model name “GD-4500-2G” which same with “G-4500-2G”, the hardware design is identical.

To add model name “GD-4500D-2G” which same with “G-4500D-2G", the hardware design is identical.

To add model name “GD-4500P-2G” which same with “G-4500P-2G", the hardware design is identical.

To add model name “GD-4500PD-2G”, “GTM-201-RS232", “GTM-201-USB” which same with “G-4500PD-2G”, the
hardware design is identical.

To add model name “GTM-201-3GWA”, “GTM-201P-3GWA” which same with “G-4500PD-3GWA", the hardware design
is identical.

To add model name “GT-531", “GT-541" which same with “GT-530", the hardware design is identical.

Please refer to user manual.



